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HFV CONVUM

Specifications

How to order

●High vacuum flow

Vacuum flow up to 740R/min(ANR)

●Application examples

·Small granulated parts (plastic, wood, metals)
·Air / Gas evacuation
·PCB handling
·Small object (pills, chips, bearings)
·Dry powder, cereals
·Transistor ablation process

HFV 25

Performance charts

25 25mm

30 30mm

45 43.5mm

Body size

Description Unit HFV-25 HFV-30 HFV-45
Fluid Non-lubricated air / non-corrosive gas

Ambient temperature ℃ 0 ～ 55(without freezing)
Operating pressure range MPa 0.1 ～ 0.6

Nominal pressure MPa 0.5
Vacuum (air) flow R/min(ANR) 230 305 740

Max. vacuum pressure kPa -24 -5.0 -3.9
Air consumption R/min(ANR) 170 145 160

Mass g 70 113 205
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Parts Part name Material
1 Body Aluminium 
2 Nozzle Aluminium, NBR
3 Cover Aluminium 
4 Hose joint SUS

Dimensions

Construction
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Model A B C D E F G H
HFV-25 62 25 12.5 36.5 24 15 13.5 12
HFV-30 82 30 15 41 26 25 19 16
HFV-45 112 43.5 21.8 54.5 32.8 40 32 29.5

(mm)




