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Part No. of
Number Stations A C D E F G H K M R Q

JB32-4 4 10-32 .62 .75 .50 2.50 .22 3.00 .31 .25 .31 .62

JB32-6 6 10-32 .62 .75 .50 3.50 .22 4.00 .31 .25 .31 .62

JB32-8 8 10-32 .62 .75 .50 4.50 .22 5.00 .31 .25 .31 .62

JB32-10 10 10-32 .62 .75 .50 5.50 .22 6.00 .31 .25 .31 .62

NPT

JB125-4 4 1/8 1.00 1.25 .75 3.75 .25 4.75 .37 .50 .50 .75

JB125-6 6 1/8 1.00 1.25 .75 5.25 .25 6.25 .37 .50 .50 .75

JB125-8 8 1/8 1.00 1.25 .75 6.75 .25 7.75 .37 .50 .50 .75

JB125-10 10 1/8 1.00 1.25 .75 8.25 .25 9.25 .37 .50 .50 .75

JB250-4 4 1/4 1.00 1.37 .87 4.37 .25 5.37 .50 .50 .50 1.00

JB250-6 6 1/4 1.00 1.37 .87 6.12 .25 7.12 .50 .50 .50 1.00

JB250-8 8 1/4 1.00 1.37 .87 7.87 .25 8.87 .50 .50 .50 1.00

JB250-10 10 1/4 1.00 1.37 .87 9.62 .25 10.62 .50 .50 .50 1.00

l Measurements in inches
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l Union configuration 

l Three available port options
10-32, 1/8 NPT (F), 1/4 NPT (F)

l 4 to 10 stations 

l Aluminum with black
anodizing for corrosion resist-

ance and appearance

2 ports per station

We design custom
products to meet your
application needs

l When design makes a dimension critical- contact factory for confirmation.  All
dimensions shown subject to change without notice.

Port Configuration

JB*-*  

Part Number

Cross Section

Port Options

l10-32 UNF(F)

l 1/8 NPT (F)

l 1/4 NPT (F)
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