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Port Options
Input

® 1/4 NPT (F)
® 3/8 NPT (F)
® 1/2 NPT (F)

Output
® 1/8 NPT (F)
® 1/4 NPT (F)

® Output ports at 90° for ® 3/8 NPT (F)
plumbing convenience

® 2 to 10 Stations

® Two input ports

Multiple Connection Manifolds

® Aluminum with black
anodize for corrosion and Product Information ) o
wear resistance 1/4 NPT (F) Input x 1/8 NPT (F) Output
Part NPT
Number *A B C D E F G H J K M R
M10-125-2-90 2 1/8 1/4 1.00 .50 .75 N/A .17 1.75 .70 .50 0.88 .15
Port Configuration M10-125-3-90 3 1/8 1/4 1.00 .50 .75 .75 .17 2.50 .70 .50 0.88 .15
Cross Section M10-125-4-90 4 1/8 1/4 1.00 .50 .75 1.50 .17 3.25 .70 .50 0.88 .15
M10-125-5-90 5 1/8 1/4 1.00 .50 .75 2.25 .17 4.00 .70 .50 0.88 .15
Inline Manifold M10-125-6-90 6 1/8 1/4 1.00 .50 .75 3.00 .17 4.75 .70 .50 0.88 .15
M10-125-7-90 7 1/8 1/4 1.00 .50 .75 3.75 .17 550 .70 .50 0.88 .15
M10-125-8-90 8 1/8 1/4 1.00 .50 .75 4.50 .17 6.25 .70 .50 0.88 .15
M10-125-9-90 9 1/8 1/4 1.00 .50 .75 525 .17 7.00 .70 .50 0.88 .15
90° Manifold M10-125-10-90 10 1/8 1/4 1.00 .50 .75 6.00 .17 7.75 .70 .50 0.88 .15
_J | 3/8 NPT (F) Input x 1/8 NPT (F) Output
— 'y Part NPT
| Number * A B C D E F G H J K M R
M20-125-2-90 1/8 3/8 1.25 .50 .75 N/A .20 1.75 .89 .63 0.88 .18

M20-125-3-90 1/8 3/8 1.25 50 .75 .75 .20 2.50 .89 .63 0.88 .18

M20-125-4-90 1/8 3/8 1.25 .50 .75 1.50 .20 3.25 .89 .63 0.88 .18

M20-125-6-90 1/8 3/8 1.25 .50 .75 3.00 .20 4.75 .89 .63 0.88 .18

M20-125-7-90 1/8 3/8 1.25 .50 .75 3.75 .20 5.50 .89 .63 0.88 .18

M20-125-8-90 1/8 3/8 1.25 .50 .75 4.50 .20 6.25 .89 .63 0.88 .18

2
3
4
M20-125-590 5 1/8 3/8 1.25 50 .75 225 .20 4.00 .89 .63 0.88 .18
6
7
8
9

M20-125-9-90 1/8 3/8 1.25 .50 .75 525 .20 7.00 .89 .63 0.88 .18

M20-125-10-90 10 1/8 3/8 1.25 50 .75 6.00 .20 7.75 .89 .63 0.88 .18
* Number of stations
® Measurements in inches

® \When design makes a dimension critical- contact factory for confirmation. All
dimensions shown subject to change without notice.

E—
200 www.pneumadyne.com sales@pneumadyne.com
E—



PNEUMADYNE, INC. Catalog 2400 Phone 763-559-0177 Fax 763-559-0547

M20-250-10-90 10 1/4 3/8 1.25 63 .88 7.00 .20 9.13 .89 .63 1.06 .18

1/2 NPT (F) Input x 1/4 NPT (F) Output

=
- ° . —-—
Product Information- 90° Manifolds (n
3/8 NPT (F) Input x 1/4 NPT (F) Output ©
Part NPT m
Number *A B C D E F G H J K M R
M20-250-2-90 2 1/4 3/8 125 63 .88 N/A .20 2.13 .89 .63 1.06 .18 9
M20-250-3-90 3 1/4 3/8 125 63 .88 .87 .20 3.00 .89 .63 1.06 .18 =5
M20-250-4-90 4 1/4 3/8 125 63 .88 1.75 .20 3.88 .89 .63 1.06 .18 (':D
M20-250-5-90 5 1/4 3/8 1.25 63 .88 2.62 20 4.75 .89 .63 1.06 .18 ) ) 0
Contact factory for more information PN
M20-250-6-90 6 1/4 3/8 1.25 63 .88 3.50 .20 5.63 .89 .63 1.06 .18  on custom plating or finishes 3
M20-250-7-90 7 1/4 3/8 1.25 63 .88 4.37 20 6.50 .89 .63 1.06 .18 =3
M20-250-8-90 8 1/4 3/8 1.25 63 .88 525 20 7.38 .89 .63 1.06 .18 =
M20-250-9-90 9 1/4 3/8 1.25 63 .88 6.12 20 825 .89 .63 1.06 .18 o
=
=
)
Part NPT E
Number *A B cC D E F G H J K M R m
M30-250-2-90 1/4 1/2 1.50 .88 1.00 N/A .20 2.75 1.12 .75 1.38.19

M30-250-3-90 14 1/2 1.50 .88 1.00 1.00 .20 3.75 1.12 .75 1.38.19

M30-250-4-90 1/4 1/2 1.50 .88 1.00 2.00 .20 4.75 1.12 .75 1.38.19

M30-250-5-90 1/4 1/2 1.50 .88 1.00 3.00 .20 5.75 1.12 .75 1.38.19

M30-250-7-90 1/4 1/2 1.50 .88 1.00 5.00 .20 7.75 1.12 .75 1.38.19

M30-250-8-90 1/4 1/2 1.50 .88 1.00 6.00 .20 8.75 1.12 .75 1.38.19

2
3
4
5
M30-250-6-90 6 1/4 1/2 1.50 .88 1.00 4.00 .20 6.75 1.12 .75 1.38.19
7
8
9

M30-250-9-90 1/4 1/2 1.50 .88 1.00 7.00 .20 9.75 1.12 .75 1.38.19

M30-250-10-90 10 1/4 1/2 1.50 .88 1.00 8.00 20 10.75 1.12 .75 1.38.19  Several patents have

1/2 NPT (F) Input x 3/8 NPT (F) Output been issued for our

Part NPT i

Number -A"E c b E F 6 u 4 k _wm r robustandunique
designs

M30-375-2-90 2 3/8 1/2 1.50 .88 1.00 N/A .20 2.75 1.12 .75 1.38.19

M30-375-3-90 3 3/8 1/2 1.50 .88 1.00 1.00 .20 3.75 1.12 .75 1.38.19
M30-375-4-90 4 3/8 1/2 1.50 .88 1.00 2.00 .20 4.75 1.12 .75 1.38.19
M30-375-5-90 5 3/8 1/2 1.50 .88 1.00 3.00 .20 5.75 1.12 .75 1.38.19
M30-375-6-90 6 3/8 1/2 1.50 .88 1.00 4.00 .20 6.75 1.12 .75 1.38.19
M30-375-7-90 7 3/8 1/2 1.50 .88 1.00 5.00 .20 7.75 1.12 .75 1.38.19
M30-375-8-90 8 3/8 1/2 1.50 .88 1.00 6.00 .20 8.75 1.12 .75 1.38.19
M30-375-9-90 9 3/8 1/2 1.50 .88 1.00 7.00 .20 9.75 1.12 .75 1.38.19

M30-375-10-90 10 3/8 1/2 1.50 .88 1.00 8.00 .20 10.75 1.12 .75 1.38.19
* Number of stations
® Measurements in inches

® \When design makes a dimension critical- contact factory for confirmation. All
dimensions shown subject to change without notice.
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