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50 psi 125 psi 50 psi 125 psi

C04240X N/A N/A 56 oz 72 oz

C04250X & C04260X 72 oz 7-1/2 lbs 72 oz 7-1/2 lbs

C04280X & C04290X 64 oz 84 oz N/A N/A

Features

l Maximum flow rate for 
miniature valve line

l Dual function

l Mounting versatility

l Push-to-connect fittings

available

l Available with 1/8 NPT
or 1/4 NPT porting

2 & 3-Way Valves

3-Position Toggle 

The 3-Position Toggle Valve
offers the highest flow rate of
the Pneumadyne valve line.
This dual function product
contains two valves in one
body with a common input
and common exhaust. The
2-Way high flow valves
(C042803 & C042903) feature
a red anodized body for easy
identification.

The smaller electroless nickel
version (C04240X) is ideal in
limited space applications.

Performance Data

Temperature Range

Flow
Path

Product Operating
Pressure

Cv Flow Rate (scfm)
50 psi 125 psi

Fill Time
sec/ in3

0-90 psi

Exhaust Time
sec/ in3

100-10 psi

-20o to160o F

C04240X

C04250X
C04260X

C04280X

C04290X

0 to
125 psi

0 to
150 psi

.54 23 50 .006 .02

.14 5 11 .03 .05

.701-2/ 2-1

1-2

1-2

27 57 .005 .009

2-Way ValveProduct 3-Way Valve

Actuation Force

Materials

Aluminum/ Anodize, Brass/ Electroless Nickel, Stainless Steel,

Buna-N (other seals available contact factory)

Caution: ONLY High Flow version can be plumbed with input at Port 2.

Cv per ANSI / (NFPA) T3.21.3

3-Position toggle valve shown with

Heavy Duty Toggle  style (at left)

and with Silicone Protective Boot

(sold separately) installed (at right)
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3 Position Toggle
Flow Chart

3 Position Toggle Cross Section
3-Way Normally Closed 

1
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2

Exhaust

Port

figure Bfigure A

Port Options

Port 1 Input

Port 2 Output

Exhaust

l 1/8 NPT (F) l 1/4 NPT (F)

l 1/8 NPT (F) l 1/4 NPT (F)

non-threaded (3-Way exhausts to atmosphere)

Mounting Method

Panel Surface Hardware

Nominal hole

dimension

21/32”

Nominal hole

dimension

25/32”

(1) nuts provided

(2) nuts provided

(2) .20 diam.

thru holes

(2) .20 diam.

thru holes

Function

When the toggle is centered in the 2-Way configuration all ports
are blocked, in the 3-Way configuration both output ports are
open to exhaust.

C04240X

C04250X

C04260X

C04280X

C04290X

3-Position toggle valve (C042403)

features a black anodized body for

corrosion and wear resistance.

47

The 3-Position Toggle
Valve offers the highest
flow rate of the
Pneumadyne valve line
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Ordering Information

l With Buna-N O-ring seal, part number listed in chart.

l With Ethylene Propylene O-ring seal, change the “CO” in
the part number to “CE”.

l With Viton® O-ring seal, change the “CO” in the part
number to “CV”.

Application Idea

Dual Function Use:

2-Way High Flow

C042803 & C042903 Flow Path 2-1

l Inflate and deflate an air bag lift device (shown above)

l Dual pressure selector

3-Way Standard

C04250X Flow Path 1-2 (not shown)

l Can be used in 4-Way applications (open center) to extend and
retract cylinders

l Pneumatic pilot control on a hydraulic valve

Compressor Exhaust

Airbag

1

22

Product Information

“400” Series

3-Position Toggle Valve
Part Number Porting Actuation

2-Way (Standard)

C042601 1/8 NPT (F) Det/ Det

C042602 1/8 NPT (F) Det/ Mom 

C042603 1/8 NPT (F) Mom/ Mom

2-Way (High Flow)

C042801 1/8 NPT (F) Det/ Det

C042802 1/8 NPT (F) Det/ Mom

C042803 1/8 NPT (F) Mom/ Mom

C042901 1/4 NPT (F) Det/ Det

C042903 1/4 NPT (F) Mom/ Mom

2-Way (Heavy Duty Toggle)

C042601-HD 1/8 NPT (F) Det/ Det

C042602-HD 1/8 NPT (F) Det/ Mom 

C042603-HD 1/8 NPT (F) Mom/ Mom

3-Way (Mini)

C042401 1/8 NPT (F) Det/ Det

C042402 1/8 NPT (F) Det/ Mom 

C042403 1/8 NPT (F) Mom/ Mom

3-Way (Standard)

C042501 1/8 NPT (F) Det/ Det

C042502 1/8 NPT (F) Det/ Mom 

C042503 1/8 NPT (F) Mom/ Mom

3-Way ( (Heavy Duty Toggle)

C042501-HD 1/8 NPT (F) Det/ Det

C042502-HD 1/8 NPT (F) Det/ Mom 

C042503-HD 1/8 NPT (F) Mom/ Mom

Accessory

Part Number Description
PPB-3/4 Silicone protective 

boot for use with 

momentary style 

3-Position Toggle Valves

Only
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3-Position Toggle

1/4 NPT

Mini

1/8 NPT 1/8”, 5/32”, and 1/4”
push-to-connect fittings
available

l When design makes a dimension critical- contact factory for confirmation.
All dimensions shown subject to change without notice.

The smaller electroless nickel ver-

sion (C04240X) is ideal in limited

space applications.

C04240X

C04290X

C04250X

C04260X

C04280X
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