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Pressure sensors
Separate type pressure sensor head

MPS-8 series

How to order MPS-8 (Silicon diaphragm)

●Wire savings

Sensor heads are connected to the display.

Only one wire (display) is connected to the PLC.

●High speed response

●Space saving 

10mm width

●4 types of pressure port

M5 (male, female), φ4, φ6,

	 � � �

MPS V 8 T AG X X

① Pressure range

V Vacuum

R Compound

P Pressure

② Pressure port

③ Cable length

X 2000 mm (standard)

④ Connector 

A
M5 

throughhole(w/o 
mounting hole)

U
M5 universal 

joint

B
M5 

throughhole(with 
mounting hole)

T
φ6 one touch 

joint

C
M5

(with mount hole)
T4

φ4 one touch 
joint

X Without connector

E EI connector
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Description Unit MPS-V8 MPS-R8 MPS-P8
Fluid Air (non corrosive, nonflammable gas)

Diaphragm Silicone Diaphragm
Pressure range kPa -101 ~ 0 -101 ~ 500 1MPa
Proof pressure MPa 0.5 0.8 15

Operating ambient temperature ℃ 0 ~ 50
Operating humidity ％ 35 ~ 85　RH (without condensation)

Port size M5、φ4 push-in connector、φ6 push-in connector
Power supply V DC10.8 ~ 30、ripple (Vp-p) 5% or less

Power consumption mA 20

Analog output(Option) V Voltage output DC1 ~ 5 (±0.1)
linearity 0.5％ F.S.、output　inpedance 1kΩ

Temperature characteristic ±2％ of F.S. or less (at temperature 25℃ , range of 0 ~ +50℃ )
Response time ms Less than 2

Protection structure IP40
Vibration resistance 10 ~ 55Hz、double amplitude 1.5mm, 2hours/each direction XYZ

Shock resistance m/s2 1000 (3times for each direction XYZ)
Connection of power source and output Grommet

Cable 
Specifications 

Grommet φ4 0.15mm 2 ４pins 2m UL20276 approved cable
M8 Connector φ3 0.15mm2 3 lead wires 2000mm

Mass g A/B/C/U: 6,  T/T4: 4 (without cable)

Specifications

Internal circuit

Dimensions (mm)
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