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Thin lip pads

PA series

Connection type Top port Side port

Pad with locking fitting
PA□K
φ10 ~ 50

Barb connector PATK PAYK 
⇒P346

Simple pad with spring 
fitting
PSS
 Stroke(mm)

φ10 ~ 20 3,5

Male screw 
(without connector)

PSS-□-PAG-□  - 

⇒P348

Pad with spring fitting
NAPA□S
 Stroke(mm)

φ10 ~ 20 3,10,15

φ25 ~ 50 6,15,30

Female screw 
(without connector)

NAPATS-□-□ NAPAYS-□-□
⇒P349

Push-in connector NAPATS-□-□-O NAPAYS-□-□-O

Barb connector NAPATS-□-□-T NAPAYS-□-□-T

Pad with spring fitting
non-rotative type
NAPA□H
 Stroke(mm)

φ10 ~ 20 3,10,15

φ25 ~ 50 6,15,30

Female screw 
(without connector)

NAPATH-□-□ NAPAYH-□-□⇒P353

Push-in connector NAPATH-□-□-O NAPAYH-□-□-O

Barb connector NAPATH-□-□-T NAPAYH-□-□-T

Maintenance parts

Fitting

Female screw

Pad

⇒P346, 348, 350, 354

⇒P498

⇒P357

Locking fitting Barb connector PFTK-□-K PFTK-□-K

Spring type 

Fitting

Male screw PSS-□  - 

Push-in 
connector

NAPATS-□-K-O NAPAYS-□-K-O

NAPATH-□-K-O NAPAYH-□-K-O

Barb 

connector

NAPATS-□-K-T NAPAYS-□-K-T

NAPATH-□-K-T NAPAYH-□-K-T

Female screw
TN-PS-10-M5

 - TN-PS-10-M5F
TN-PA-30-M6

pad PAG

Pad standard material table ● : Standard　　○ : Made to order　　× : None

Material Indentification Symbol
Round pad

10A 10B 15A 15B 20A 20B 25 30 30B 40 50

Standard

Nitrile Black N ● ● ● ● ● ● ● ● ● ● ●

Silicone Transparent white S ● ● ● ● ● ● ● ● ● ● ●

Urethane Black with white dot F ● ● ● ● ● ● ● ● ● ● ●

Fluorine Black with blue dot NE ● ● ● ● ● ● ● ● ● ● ●

Conductive Nitrile Black with red dot SE ● ● ● ● ● ● ● ● ● ● ●

Made to 

order

Conductive Silicone Blue U ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Conductive Urethane Black UE ○ ○ ○ ○ ○ ○ × × ○ × ×

Conductive Fluorine Black FE ○ ○ ○ ○ ○ ○ × × ○ × ×

Conductive 
Chloroprene

Black CRE × × × × × × × × × × ×

Nitrile HS70 Black NBR70 × × × × × × ○ ○ × ○ ○

HNBR Black HNBR × × × × × × × × × × ×

Silicone HS30 White SI30 ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Heat resistant 
silicone

Grey SH ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Fluoro Silicone Orange FSI ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Antibacterial silicone Grey SAG × × × × × × × × × × ×

Chloroprene Green CR ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Natural rubber Light brown NR × × × × × × × × × × ×

2 Hardness Black W × × × × × × × × × × ×

Ethylene-propylene Black EPDM ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

Mark free Black with yellow dot F-Z ○ ○ ○ ○ ○ ○ × × × × ×

Non-adhesive (RA) Black F-RA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○



346

PA

S
u

ct
io

n
 p

ad
s Pad with locking fitting / PATK·YK

Fitting specifications

How to order

	 � � �

PA T K 10A N
① Vacuum port ③ Pad diameter (mm)

T Top port

Y Side port

② Connector type

Blank Barb connector

10A φ10

10B φ10

15A φ15

15B φ15

20A φ20

20B φ20

25 φ25

30 φ30

30B φ30

40 φ40

50 φ50

④ Pad rubber material

N NBR (Nitrile rubber)

S Silicone rubber

F Fluorine rubber

NE Conductive NBR (Nitrile rubber)

SE Conductive Silicone rubber

Note) Please consult with us for other material.

Description φ10 ~ 20 φ25 ~ 50
Vacuum port type Top port Side port Top port Side port

Connection type

Without connector × × × ×

Barb connector
φ4×2.5 × × × ×
φ6×4 ○ (M5) ○ (M5) ○ (M5) ○ (M5)

Push-in connector
φ4×2.5 ○ (M5) ○ (M5) × ×
φ6×4 × × ○ (M5) ○ (M5)

Fitting attachment type Male screw Female screw Male screw Female screw

Pad standard specifications

Symbol Material Hardness (Hs) Ambient temperature Color Volume resistivity
N NBR (Nitrile rubber) A55/S -26 ~ 120℃ Black －
S Silicone rubber A55/S -60 ~ 250℃ White －
F Fluorine rubber A70/S -10 ~ 230℃ Black with white dot －

NE Conductive NBR (Nitrile rubber) A70/S 0 ~ 60℃ Black with blue dot 800 ~ 1000  Ω/cm3

SE Conductive Silicone rubber A55/S -10 ~ 130℃ Black with red dot 5 ~ 15  Ω/cm3

Note) Volume resistivity shows conductivity, resistance value is per cm3.

Applicable fitting table

How to order
Round pad

10A 10B 15A 15B 20A 20B 25 30 30B 40 50

Fitting

Top 

port

PFTK-10A-K ○ ○ ○ ○ ○ ○

PATK-25-K ○ ○ ○ ○ ○

PFTKM-5A-K ○ ○ ○ ○ ○ ○

PATKM-25-K ○ ○ ○ ○ ○

Side 

port

PFYK-5A-K ○ ○ ○ ○ ○ ○

PAYK-25-K ○ ○ ○ ○ ○

PFYKM-5A-K ○ ○ ○ ○ ○ ○

PAYKM-25-K ○ ○ ○ ○ ○

Female screw TN-PA-30-M6 ○

Note 1) 20mm pad diameter or above are fixed and cannot be disassembled.
Note 2) PAG-30B needs a setting screw.
Note 3) Pad with 25mm diameter or above have an integrated screw. Please attach the pad directly.



347

PA

S
u

ctio
n

 p
ad

s

Dimensions (mm)

Connector mass (g)

φ φ
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Pad standard specifications

How to order

	 � �

PSS L3 PAG 10A N
① Stroke ② Pad diameter (mm) ③ Pad rubber material

L3 3mm Stroke

L5 5mm Stroke

10A φ10

15A φ15

20A φ20

N NBR (Nitrile rubber)

S Silicone rubber

F Fluorine rubber

NE Conductive NBR (Nitrile rubber)

SE Conductive Silicone rubber

Note) Please consult with us for other material.

Symbol Material Hardness (Hs) Ambient temperature Color Volume resistivity
N NBR (Nitrile rubber) A55/S -26 ~ 120℃ Black －
S Silicone rubber A55/S -60 ~ 250℃ White －
F Fluorine rubber A70/S -10 ~ 230℃ Black with white dot －

NE Conductive NBR (Nitrile rubber) A70/S 0 ~ 60℃ Black with blue dot 800 ~ 1000 Ω/cm3

SE Conductive Silicone rubber A55/S -10 ~ 130℃ Black with red dot 5 ~ 15 Ω/cm3

Note) Volume resistivity shows conductivity, resistance value is per cm3.

Applicable fitting table

How to order
Round pad

10A 15A 20A

Fitting
PSS-L3 ○ ○ ○

PSS-L5 ○ ○ ○
Note) Pad is attached directly to the fitting.

Please attach with a torque of 0.58 ~ 0.68 N·m.

Dimensions

Note) Symbol F1 in the table shows a spring load (N) at 0 stroke, and F2 at full stroke.
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Pad with spring fitting / NAPATS·YS

How to order

	 � � �

NAPA T S 10A 3 N T
① Vacuum port ② Pad diameter - stroke (mm) ③ Pad rubber material

T Top port

Y Side port

10A-3 φ10-3 20B-15 φ20-15

10B-3 φ10-3 25-6 φ25-6

10A-10 φ10-10 25-15 φ25-15

10B-10 φ10-10 25-30 φ25-30

10A-15 φ10-15 30-6 φ30-6

10B-15 φ10-15 30-15 φ30-15

15A-3 φ15-3 30-30 φ30-30

15B-3 φ15-3 30B-6 φ30-6

15A-10 φ15-10 30B-15 φ30-15

15B-10 φ15-10 30B-30 φ30-30

15A-15 φ15-15 40-6 φ40-6

15B-15 φ15-15 40-15 φ40-15

20A-3 φ20-3 40-30 φ40-30

20B-3 φ20-3 50-6 φ50-6

20A-10 φ20-10 50-15 φ50-15

20B-10 φ20-10 50-30 φ50-30

20A-15 φ20-15

N NBR (Nitrile rubber)

S Silicone rubber

F Fluorine rubber

NE Conductive NBR (Nitrile rubber)

SE Conductive Silicone rubber

Fitting specifications

Note) Please consult with us for other material.

④ Connector

Blank Without

T Barb connector

O Push-in connector

Description φ10 ~ 20 φ25 ~ 50
Vacuum port type Top port Side port Top port Side port

Connection type

Without connector M5 M5 M5 M5

Barb connector
φ4×2.5 × × × ×
φ6×4 ○ (M5) ○ (M5) ○ (M5) ○ (M5)

Push-in connector
φ4×2.5 × × × ×
φ6×4 ○ (M5) ○ (M5) ○ (M5) ○ (M5)

Fitting attachment type Female screw Female screw Female screw Female screw

Pad standard specifications

Symbol Hardness (Hs) Ambient temperature Color Volume resistivity
N NBR (Nitrile rubber) A55/S -26 ~ 120℃ Black －
S Silicone rubber A55/S -60 ~ 250℃ White －
F Fluorine rubber A70/S -10 ~ 230℃ Black with white dot －

NE Conductive NBR (Nitrile rubber) A70/S 0 ~ 60℃ Black with blue dot 800 ~ 1000 Ω/cm3

SE Conductive Silicone rubber A55/S -10 ~ 130℃ Black with red dot 5 ~ 15 Ω/cm3

Note) Volume resistivity shows conductivity, resistance value is per cm3.
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How to order
Round pad

10A 10B 15A 15B 20A 20B 25 30 30B 40 50

Fitting

Top 

port

NAPFTS-10A-3-K ○ ○ ○ ○ ○ ○

NAPFTS-10A-10-K ○ ○ ○ ○ ○ ○

NAPFTS-10A-15-K ○ ○ ○ ○ ○ ○

NAPATS-25-6-K ○ ○ ○ ○ ○

NAPATS-25-15-K ○ ○ ○ ○ ○

NAPATS-25-30-K ○ ○ ○ ○ ○

Side 

port

NAPFYS-10A-3-K ○ ○ ○ ○ ○ ○

NAPFYS-10A-10-K ○ ○ ○ ○ ○ ○

NAPFYS-10A-15-K ○ ○ ○ ○ ○ ○

NAPAYS-25-6-K ○ ○ ○ ○ ○

NAPAYS-25-15-K ○ ○ ○ ○ ○

NAPAYS-25-30-K ○ ○ ○ ○ ○

Female 
screw

TN-PA-30-M6 ○

Note 1) 20mm pad diameter or above are fixed and cannot be disassembled.
Note 2) PAG-30B needs a setting screw.
Note 3) Pad with 25mm diameter or above have an integrated screw. Please attach the pad directly.
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Dimensions (mm)
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Note) Symbol F1 in the table shows a spring load (N) at 0 stroke, and F2 at full stroke.

Connector mass (g)

φ φ
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Pad with spring fitting, non-rotative / NAPFTH / NAPATH·YH

How to order

	 � � �

NAPA T H 10A 3 N T
① Vacuum port ② Pad diameter - stroke (mm) ③ Pad rubber material

Fitting specifications

Note) Please consult with us for other material.

④ Connector

T Top port

Y Side port

10A-3 φ10-3 20B-15 φ20-15

10B-3 φ10-3 25-6 φ25-6

10A-10 φ10-10 25-15 φ25-15

10B-10 φ10-10 25-30 φ25-30

10A-15 φ10-15 30-6 φ30-6

10B-15 φ10-15 30-15 φ30-15

15A-3 φ15-3 30-30 φ30-30

15B-3 φ15-3 30B-6 φ30-6

15A-10 φ15-10 30B-15 φ30-15

15B-10 φ15-10 30B-30 φ30-30

15A-15 φ15-15 40-6 φ40-6

15B-15 φ15-15 40-15 φ40-15

20A-3 φ20-3 40-30 φ40-30

20B-3 φ20-3 50-6 φ50-6

20A-10 φ20-10 50-15 φ50-15

20B-10 φ20-10 50-30 φ50-30

20A-15 φ20-15

N NBR (Nitrile rubber)

S Silicone rubber

F Fluorine rubber

NE Conductive NBR (Nitrile rubber)

SE Conductive Silicone rubber

Blank Without

T Barb connector

O Push-in connector

Description φ10 ~ 20 φ25 ~ 50
Vacuum port type Top port Side port Top port Side port

Connector

type

Without connector M5 M5 M5 M5

Barb connector
φ4×2.5 × × × ×
φ6×4 ○ (M5) ○ (M5) ○ (M5) ○ (M5)

Push-in connector
φ4×2.5 × × × ×
φ6×4 ○ (M5) ○ (M5) ○ (M5) ○ (M5)

Fitting attachment type Male screw Male screw Male screw Male screw

Pad standard specifications

Symbol Hardness (Hs) Ambient temperature Color Volume resistivity
N NBR (Nitrile rubber) A55/S -26 ~ 120℃ Black －
S Silicone rubber A55/S -60 ~ 250℃ White －
F Fluorine rubber A70/S -10 ~ 230℃ Black with white dot －

NE Conductive NBR (Nitrile rubber) A70/S 0 ~ 60℃ Black with blue dot 800 ~ 1000 Ω/cm3

SE Conductive Silicone rubber A55/S -10 ~ 130℃ Black with red dot 5 ~ 15 Ω/cm3

Note) Volume resistivity shows conductivity, resistance value is per cm3.
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How to order
Round pad

10A 10B 15A 15B 20A 20B 25 30 30B 40 50

Fitting

Top 
port

NAPFTH-5A-3-K ○ ○ ○ ○ ○ ○

NAPFTH-5A-10-K ○ ○ ○ ○ ○ ○

NAPFTH-5A-15-K ○ ○ ○ ○ ○ ○

NAPATH-25-6-K ○ ○ ○ ○ ○

NAPATH-25-15-K ○ ○ ○ ○ ○

NAPATH-25-30-K ○ ○ ○ ○ ○

Side 
port

NAPFYS-10A-3-K ○ ○ ○ ○ ○ ○

NAPFYS-10A-10-K ○ ○ ○ ○ ○ ○

NAPFYS-10A-15-K ○ ○ ○ ○ ○ ○

NAPAYS-25-6-K ○ ○ ○ ○ ○

NAPAYS-25-15-K ○ ○ ○ ○ ○

NAPAYS-25-30-K ○ ○ ○ ○ ○

Female 
screw

TN-PA-30-M6 ○

Note 1) 20mm pad diameter or above are fixed and cannot be disassembled.
Note 2) PAG-30B needs a setting screw.
Note 3) Pad with 25mm diameter or above have an integrated screw. Please attach the pad directly.
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Dimensions (mm)



356

PA

S
u

ct
io

n
 p

ad
s

Note) Symbol F1 in the table shows a spring load (N) at 0 stroke, and F2 at full stroke.

Connector mass (g)

φ φ
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Thin lip pad / PAG

How to order

Pad standard specifications

	 �

PAG 10A N
① Pad diameter (mm) ② Pad rubber material

10A φ10
10B φ10
15A φ15
15B φ15
20A φ20
20B φ20
25 φ25
30 φ30

30B φ30
40 φ40
50 φ50

N NBR (Nitrile rubber)
S Silicone rubber
F Fluorine rubber

NE Conductive NBR (Nitrile rubber)
SE Conductive Silicone rubber

Note) Please consult with us for other material.

Symbol Material Hardness (Hs) Ambient temperature Color Volume resistivity

N NBR (Nitrile rubber) A55/S -26 ~ 120℃ Black －

S Silicone rubber A55/S -60 ~ 250℃ White －

F Fluorine rubber A70/S -10 ~ 230℃ Black with white dot －

NE Conductive NBR (Nitrile rubber) A70/S 0 ~ 60℃ Black with blue dot 800 ~ 1000 Ω/cm3

SE Conductive Silicone rubber A55/S -10 ~ 130℃ Black with red dot 5 ~ 15 Ω/cm3

Note) Volume resistivity shows conductivity, resistance value is per cm3.

Dimensions (mm)
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Setting screw for 
PAG-30B

PAG-xxB 
Pad lip part is thin and flat.
Suitable for deformable 
workpiece handling.
(foil etc.)

TN-PA-30-M6




