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Port Options

® 10-32 UNF(F)
® 1/8 NPT (F)
® 1/4 NPT (F)

® Tee configuration

® Three available port options
10-32 (F), 1/8 NPT (F), 1/4 NPT (F)

® 2 to10 stations
® Mounting versatility

® Aluminum with black

anodizing for corrosion resist- 3 ports per station

Multiple Connection Manifolds

ance and appearance M\L‘/ csq
Product Information
Part No.
Number Stations A C D E F G H J K M R
. . TB324 4 1032 62 75 50 250 22 300 62 - 25 3
Port Configuration TB32-6 6 1032 62 75 50 350 22 400 62 - 25 .31
TB32-8 8 1032 62 .75 50 450 22 500 62 - 25 .31
Cross Section TB32-10 10 10-32 62 .75 50 550 22 600 62 - 25 .31
NPT
Part Number TB101252 2 1/8 100 50 .75 - A7 175 .70 50 .87 .15
B*-* TB10-1254 4 1/8 100 50 75 150 17 325 .70 50 .87 .15
JII_ TB101256 6 18 100 50 .75 300 17 475 70 50 .87 .15
B+ TB10-125-8 8 1/8 100 50 75 450 17 625 .70 50 .87 .15
TB10-12510 10 1/8 100 50 .75 600 .17 775 70 50 .87 .15
TB20-250-2 2 1/4 125 62 .87 - 20 212 89 62 1.06 .18
TB20-250-4 4 14 125 62 87 175 20 387 .89 .62 1.06 .18
TB20-250-6 6 1/4 125 62 87 350 20 562 .89 62 1.06 .18
TB20-250-8 8 14 125 62 87 525 20 737 89 .62 1.06 .18
TB20-250-10 10 1/4 125 62 87 700 20 912 .89 62 1.06 .18
Bookmark ® Measurements in inches
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® \When design makes a dimension critical- contact factory for confirmation. All
dimensions shown subject to change without notice.
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