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Features

l Multiple porting options

including push-to-connect

fittings

l Space saving

l Long service life

l Low cracking pressure

l Porting versatility-

eliminates excess fitting

requirements

Shuttle Valves

Shuttle valves, also known as

“OR” valves, automatically

select the higher of two pres-

sures allowing flow from one

input to the output port.

Pneumadyne offers a large

variety of porting options for

plumbing convenience.  The

SSV-10A Series features

barbed ports and

Pneumadyne’s popular 10-32

thread with captured o-ring

seal.  These miniature shuttle

valves are ideal for applica-

tions with limited space.  The

SV11 Series shuttle valves

feature 1/8 NPT (F) threads

and push-to-connect ports

which contribute to higher flow

rates.  Push-to-connect ports

also reduce installation time

by a minimum of 40% and

eliminate the need for addi-

tional fittings.

Performance Data

Temperature
Range

Product
Prefix

Operating
Pressure

Flow Rate (scfm) Cracking 
Pressure

Cv

-20o to 160o FSSV-10A

SV11 -20o to 160o F

0 to 125 psi

0 to 125 psi

.17

.48 15.0 33

5.2

50 psi 125 psi

11.4 less than
1.0 psi

less than
1.0 psi

Materials

Porting Options

Port A 
Input

SSV-10A-xxxValve SV11-xxx-xx

Port B 
Input

Port C 
Output

l 062 Barb

l 110 Barb

l 170 Barb

l 10-32 (F)

l 062 Barb

l 110 Barb

l 170 Barb

l 10-32 (F)

l 062 Barb

l 110 Barb

l 170 Barb

l 10-32 (F)

l 10-32 (M)

l 10-32 Adj. (M)

l 1/8 NPT (F)   l 1/8 NPT 

l 1/4 Push-in

l 5/32 Push-in

l 1/8 NPT (F)

l 1/4 Push-in

l 5/32 Push-in

l 1/8 NPT (F)

l 1/4 Push-in

l 5/32 Push-in

SSV-10A- Brass/ Electroless Nickel, Buna-N 

SV11- Aluminum/ Anodize, Buna-N, Acetal, Brass/ Electroless

Nickel

l See Product Number Diagram 

Cv per ANSI / (NFPA) T3.21.3
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Function

As pressure is applied to ports A & B, the higher of the two

input pressures shifts the metal core blocking the other input

port and allowing flow out port C.  
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SSV-10A Series Flow ChartShuttle Valve Cross Section

Built-in port connectors, including 
push-to-connect fittings, reduce installation time
by a minimum of 40%

SSV-10A-MFF

SV11-1/4PI-66
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Product Number Diagram

Shuttle Valves

S S V - 1 0 A - F F B

Type

SSV= Shuttle Valve

Tubing Recommendations:

l 062 barb for use with 1/16 ID Polyurethane Tubing

l 170 barb for use with 170 ID Polyethylene or .170 Polyurethane

l 110 barb for use with 7/64 ID Nylon or 5/64 ID Polyurethane

Series

10A

Output Port

A= Adj 10-32 (M)

B= 1/16 Barb

C= 170 Barb

D= 5/64 Barb

F= 10-32 (F)

M= 10-32 (M)

Input Ports

B= 062 Barb

C= 170 Barb

D= 110 Barb

F= 10-32 (F)

Input Ports

4= 1/8 NPT (F)

6= 1/4 Push-in

7= 5/32 Push-in
Output Port

125= 1/8 NPT (F)

1/4 PI= 1/4 Push-in

5/32 PI= 5/32 Push-in

1= 1/8 NPT 

S V 1 1 - 1 2 5 - 4 6

Type

SV11= Shuttle Valve 

SSV-10A-ABB 10-32 Adj x 062 / 062

SSV-10A-ABC 10-32 Adj x 062 / 170

SSV-10A-ABD 10-32 Adj x 062 / 110

SSV-10A-ABF 10-32 Adj x 062 / 10-32 F

SSV-10A-ACC 10-32 Adj x 170 / 170

SSV-10A-ACF 10-32 Adj x 170 / 10-32 F

SSV-10A-ADC 10-32 Adj x 110 / 170

SSV-10A-ADD 10-32 Adj x 110 / 110

SSV-10A-AFD 10-32 Adj x 10-32 F / 110

SSV-10A-AFF 10-32 Adj x 10-32 F/ 10-32F

SSV-10A-BBB 062 x 062 / 062

SSV-10A-BBC 062 x 062 / 170

SSV-10A-BBD 062 x 062 / 110 

SSV-10A-BBF 062 x 062 / 10-32 F

SSV-10A-BCC 062 x 170 / 170

SSV-10A-BCD 062 x 170 / 110

SSV-10A-BCF 062 x 170 / 10-32 F

SSV-10A-BDD 062 x 110 / 110

SSV-10A-BDF 062 x 110 / 10-32 F 

SSV-10A-BFF 062 x 10-32 F / 10-32 F

SSV-10A-CBB 170 x 062 / 062 

SSV-10A-CBC 170 x 062 / 170 

SSV-10A-CBD 170 x 062 / 110 

SSV-10A-CBF 170 x 062 / 10-32 F

SSV-10A-CCC 170 x 170 / 170 

SSV-10A-CCD 170 x 170 / 110 

SSV-10A-CCF 170 x 170 / 10-32 F

SSV-10A-CDD 170 x 110 / 110 

SSV-10A-CDF 170 x 110 / 10-32 F 

SSV-10A-CFF 170 x 10-32 F / 10-32 F

SSV-10A-DBB 110 x 062 / 062  

SSV-10A-DBC 110 x 062 / 170 

SSV-10A-DBD 110 x 062 / 110 

SSV-10A-DBF 110 x 062 / 10-32 F

SSV-10A-DCC 110 x 170 / 170

SSV-10A-DCD 110 x 170 / 110 

SSV-10A-DCF 110 x 170 / 10-32 F 

SSV-10A-DDD 110 x 110 / 110

SSV-10A-DDF 110 x 110 / 10-32 F 

SSV-10A-DFF 110 x 10-32 F / 10-32 F

SSV-10A-FBB 10-32 F x 062 / 062

SSV-10A-FBC 10-32 F x 062 / 170

SSV-10A-FBD 10-32 F x 062 / 110 

SSV-10A-FCC 10-32 F x 170 / 170

SSV-10A-FCD 10-32 F x 170 / 110

SSV-10A-FDD 10-32 F x 110 / 110 

SSV-10A-FFB 10-32 F x 10-32 F / 062

SSV-10A-FFC 10-32 F x 10-32 F / 170

SSV-10A-FFD 10-32 F x 10-32 F / 110

SSV-10A-FFF 10-32 F x 10-32 F / 10-32 F

SV11-1/4 PI-44 1/4 PI x 1/8 F/ 1/8 F 

SV11-1/4 PI-46 1/4 PI x 1/8 F/ 1/4 PI

SV11-1/4 PI-66 1/4 PI x 1/4 PI/ 1/4 PI

SV11-1/4 PI-74 1/4 PI x 5/32 PI/ 1/8 F

SV11-1/4 PI-76 1/4 PI x 5/32 PI/ 1/4 PI

SV11-1/4 PI-77 1/4 PI x 5/32 PI/ 5/32 PI

SV11-125-44 1/8 F x 1/8 F/ 1/8 F 

SV11-125-46 1/8 F x 1/8 F/ 1/4 PI

SV11-125-47 1/8 F x 1/8 F/ 5/32 PI 

SV11-125-66 1/8 F x 1/4 PI/ 1/4 PI

SV11-125-67 1/8 F x 5/32 PI/ 1/4 PI

SV11-125-77 1/8 F x 5/32PI/ 5/32 PI

SV11-5/32 PI-44 5/32 PI x 1/8 F/ 1/8 F

SV11-5/32 PI-46 5/32 PI x 1/8 F/ 1/4 PI

SV11-5/32 PI-47 5/32 PI x 1/8 F/ 5/32 PI

SV11-5/32 PI-66 5/32 PI x 1/4 PI/ 1/4 PI

SV11-5/32 PI-67 5/32 PI x 1/4 PI/ 5/32 PI

SV11-5/32 PI-77 5/32 PI x 5/32PI/ 5/32 PI

SSV-10A-xxx

Part Number Output x Input /Input

SV11-xxx-xx

Part Number Output x Input/Input

SV11-xxx-xx

Part Number Output x Input/Input
SV11-1-44 1/8 x 1/8 F/ 1/8 F 

SV11-1-46 1/8 x 1/8 F/ 1/4 PI

SV11-1-66 1/8 x 1/4 PI/ 1/4 PI

Product Information

SSV-10A-xxx

Part Number Output x Input /Input
SSV-10A-MBB 10-32 x 062 / 062  

SSV-10A-MBC 10-32 x 062 / 170 

SSV-10A-MBD 10-32 x 062 / 110

SSV-10A-MCC 10-32 x 170 / 170

SSV-10A-MCD 10-32 x 170 / 110 

SSV-10A-MDD 10-32 x 110 / 110

SSV-10A-MFB 10-32 x 10-32 F / 062

SSV-10A-MFC 10-32 x 10-32 F / 170

SSV-10A-MFD 10-32 x 10-32 F / 110 

SSV-10A-MFF 10-32 x 10-32 F / 10-32 F
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Ordering Information

l To order standard prod-
uct refer to Product

Information listing.

l Optional seals avail-
able- contact factory.

1.23

1.36

1.43

1.43

.81        

.81 

1.62

1.62

.62

.83

1.14

1/8 NPT 

1/8 NPT 

.87

1.18

.62

.87

1.18

1/8 NPT 

.87

1.18

.62

1/8 NPT (3X)

.62

.87

1.18

1/8 NPT  (2X)

.83

1.14

Push-in Port (2X)

Push-in Port (2X)

Push-in Port (2X)

Push-in Port (3X)  

.23 
Typ

.45
Typ

.38
Typ

.22
Typ

170 Barb062 Barb 110 Barb

10-32 (M)

2X 10-32 (F).32
Typ

.87 .73

.16 Typ

.73

SV11-xxx-xx

SSV-10A-xxx

SSV-10A-BBB

SV11-5/32 PI-44 SV11-5/32 PI-47

SV11-1/4 PI-46 SV11-1/4 PI-77

SV11-125-44 SV11-125-66

SSV-10A-MCD SSV-10A-MFF

l When design makes a dimension crit-
ical- contact factory for confirmation.  All

dimensions shown subject to change

without notice.

1/8 NPT male output
ports available- contact
factory
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